
 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

Suite 185, Private Bag X4, Die Boord,  

7613, Stellenbosch, South Africa  
  

Tel.: +27(0)21 880 1094 Fax: +27(0) 21 880 2026 

E-mail: info@resulta.co.za www.resulta.co.za 

 

Specifications  
Standard Model Range 

HTW2.5 HTW5.0 HTW7.5 

Cage length (A) 2500 mm 3000 mm 4000 mm 

Cage height (B) 1200 mm 1400 mm 1680 mm 

Cage width (C) 1850 mm 2000 mm 2400 mm 

Cage opening width (D) 1370 mm 1400 mm 1700 mm 

Latch Height (E) Client specific (welded on-site) 

Lifting lug height (F) Client specific (welded on-site) 

Rail gauge (G) Client specific 

Carrying Capacity 2.5 Ton (5 m3) 5 Ton (10 m3) 7.5 Ton (15 m3) 

Empty wagon mass ≈ 1200 kg ≈ 2100 kg ≈ 3300 kg 

FFB WAGON RANGE

 

Wagon Cage (Straight edge) Lifting Ring 

Lifting Lug 

Draw Hook & Latch 
Wagon Frame 

Perforated Cage 



 

 

 

 

 

* Non-standard FFB wagon model required – our engineers will assist in creating the best solution to meet 

your requirements. 

Kindly refer to the questionnaire to select a suitable model for your requirements 

Customer Details 

Date:  

Contact name:  

Company name:  

Address:  

E-mail:  

Contact No:  

Project Ref. No:  

Comparison Table 

Hi – Tech Bush Spherical roller bearing 

✓ No Damage to mating parts. Shaft damage will occur if bearing is worn 

out.  

✓ Self-lubricating. Not self-lubricating. High temperature grease 

required for lubrication. 

✓ Good tolerance for misalignment. Poor tolerance for misalignment. 

✓ Open system bush housing – ideal for 

visual inspection. 

Close system bearing housing – Requires 

cover, gasket, grease nipple, graphite 

packing, etc.  

Higher coefficient of friction between 

bush and shaft compared to bearing. 

Cannot be pushed by hand easily – 

requires mechanical assistance (winch).  

✓ Very low coefficient of friction between 

bearing and shaft. It can be pushed by 

hand provided bearings are perfectly 

aligned and lubricated. 

Standard FFB Wagon Specifications  

FFB Wagon model selection: HTW2.5  HTW5.0  HTW7.5  

Rail gauge (G):  [mm] 

Bearing type: Hi-tech Bush  Spherical roller bearing  

Perforated side(s): Floor only  Floor & cage sides  

Lifting mechanism: Lifting ring  Lifting Lug  Other  

Any additional information / 

specific requirements: 

 

 

*Custom FFB Wagon Specifications 

Cage length (A):  [mm] 

Cage height (B):  [mm] 

Cage width (C):  [mm] 

Any additional information / 

specific requirements: 

 

 

FFB WAGON QUESTIONNAIRE 

Prior to submission of a quotation we 

kindly request this form be filled in with 

as much information as possible to help 

our engineers recommend the best 

solution for your requirements.  

Please note that our product offering is 

not limited to our standard FFB wagon 

range, we can meet any requirements 

/ specifications. 

 

Mark (X) selections in table below 


